                                               SHEETS AND STRIPS

	Product

	Alloy

	Standard

	Production method

	Thickness, mm

	Width, mm

	Length, mm

	Temper


	Copper sheet

	Cu-DHP
Cu-DLP
Cu-FRTP

	BS EN 1652-98

	Cold rolled

	0,4-12,0

	600

	1500

	soft
hard
semihard


					0,4-4,0

	600

	2000

	soft
hard
semihard


					4,1-12,0

	600

	2000

	hard


					9-12

	600

	2000

	semihard


		Cu-DHP
Cu-DLP
Cu-FRTP

		Hot rolled

	4-25

	600-710
1000

	1500-2000

	
	Brass sheet

	CuZn37

		Cold rolled

	0,4-4,0

	600

	1500-2000

	soft
hard
semihard
special hard
spring hard


					5,0-12,0

			hard
special hard
spring hard


					9,0-12,0

			semihard


		CuZn33

			0,4-4,0

			soft
hard
semihard
special hard


					8,0-12,0

			hard
special hard


					9,0-12,0

			semihard


		CuZn10

			0,4-4,0

			soft
hard
semihard


					5,0-12,0

			hard


		CuZn40Pb1

			3,0-4,0

			soft
hard


		CuZn37
CuZn33
CuZn10
CuZn40Pb1

		Hot rolled

	5,0-25,0

	600-1000

	äî 2000

	
	Copper strips

	Cu-DHP
Cu-DLP
Cu-FRTP

		Cold rolled

	0,4 - 4,0

	40-600

	500-2000

	soft
hard
semihard


					4,1 - 6,0

	40-600

	500-1500

	soft
hard
semihard


					4,1 - 6,0

	40-600

	2000

	hard


	Copper-nickel strips

	CuNi15Zn20

	Technical requirements

	Cold rolled

	0,5-3,5

	40-500

		soft
hard
special hard


		CuNi15Zn20

		Hot rolled

	12-20

	200-600

	äî 2000

	
	Brass strips

	CuZn37

	BS EN 1652-98

	Cold rolled

	0,4-4,0

	40-600

	500-2000

	soft
hard
semihard
special hard
spring hard


					5,0-12,0

			hard
special hard
spring hard


					9,0-12,0

			semihard


		CuZn33

			0,4-4,0

			soft
hard
semihard
special hard


					8,0-12,0

			hard
special hard


					9,0-12,0

			semihard


		CuZn10

			0,4-4,0

			soft
hard
semihard


					5,0-12,0

			hard


		CuZn37
CuZn33
CuZn10

			0,4-3,5

		In rolls

	soft
hard
semihard


		CuZn40Pb1

			1,0-4,0

	40-500

	500-2000

	soft
hard



	


